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Model Shown:

R556L

STEEL, LOCKING COLLAR, SINGLE-ACTING, LOAD RETURN
TONNAGE RANGE: 55 - 565 
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55
50,8 R552L 362 161,9 212,7 125,4 25,4 95,3 3,2 36,5 95,3 71,2 50,1 15,3
152,4 R556L 1087 263,5 415,9 125,4 25,4 95,3 3,2 36,5 95,3 71,2 50,1 26,3
254,0 R5510L 1811 365,1 619,1 125,4 25,4 95,3 3,2 36,5 95,3 71,2 50,1 36,3

100
50,8 R1002L 677 184,2 235,0 165,1 25,4 130,2 3,2 44,5 130,2 133,1 93,4 30,0
152,4 R1006L 2030 285,8 438,2 165,1 25,4 130,2 3,2 44,5 130,2 133,1 93,4 46,8
254,0 R10010L 3383 387,4 641,4 165,1 25,4 130,2 3,2 44,5 130,2 133,1 93,4 64,5

150
50,8 R1502L 1007 206,4 257,2 204,8 31,8 158,8 3,2 44,5 158,8 197,9 139,1 53,0
152,4 R1506L 3019 308,0 460,4 204,8 31,8 158,8 3,2 44,5 158,8 197,9 139,1 80,4
254,0 R15010L 5027 409,7 663,7 204,7 31,8 158,8 3,2 44,5 158,8 197,9 153,4 106,6

200
50,8 R2002L 1355 241,3 292,1 235,0 41,3 184,2 3,2 50,8 184,2 266,3 187,2 83,1
152,4 R2006L 4062 342,9 495,3 235,0 41,3 184,2 3,2 50,8 184,2 266,3 187,2 117,6
203,2 R2008L 3303 393,7 596,9 234,6 41,4 184,2 3,2 50,8 184,2 266,3 206,4 102,2

280
50,8 R2802L 1861 247,7 298,5 276,2 41,3 215,9 3,2 57,2 215,9 366,0 257,3 118,5
152,4 R2806L 5583 349,3 501,7 276,2 41,3 215,9 3,2 57,2 215,9 366,0 257,3 163,0
254,0 R28010L 9305 450,9 704,9 276,2 41,3 215,9 3,2 57,2 215,9 366,0 257,3 208,1

355
50,8 R3552L 2326 292,1 342,9 298,5 54,0 241,3 3,2 60,3 241,3 457,2 321,4 173
152,4 R3556L 6975 393,7 546,1 298,5 54,0 241,3 3,2 60,3 241,3 457,2 321,4 232,5

430
50,8 R4302L 2841 333,4 384,2 330,2 63,5 266,7 3,2 69,9 266,7 558,5 392,7 252,4
152,4 R4306L 9520 435,0 587,4 330,2 63,5 266,7 3,2 69,9 266,7 558,5 392,7 329,2
254,0 R43010L 14201 536,6 790,6 330,2 63,5 266,7 3,2 69,9 266,7 558,5 392,7 405,9

565
50,8 R5652L 371 371,2 422,3 377,8 69,9 304,8 3,2 79,4 304,8 729,5 512,9 368,2
152,4 R5656L 11129 473,1 625,5 377,8 69,9 304,8 3,2 79,4 304,8 729,5 512,9 468,0
254,0 R56510L 18548 574,7 828,7 377,8 69,9 304,8 3,2 79,4 304,8 729,5 512,9 568,0
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Reduce the effects of off-center loading. Tilt up to 5 degrees. Radial grooves on top of cap 
reduce load slippage. Notch across face of each cap helps keep loads having a round shaped 
centered.

Optional Swivel Load Caps Ordering Info

Cylinder 
Tonnage

Swivel Cap 
Order No.

Wt. 
(kg)

A 
(mm)

B 
(mm)

55-100 420866 0,8 25,4 71,4
150-200 420867 4,8 38,1 130,2

280 420868 6,1 44,5 149,2
355 420869 16,8 69,9 195,3

430 420870 23,6 79,4 225,4
565 420871 35,4 92,1 250,8

NOTE: Supported loads not to exceed the rated capacity of the cylinders. Not intended to support additional dynamic loads, such as those applied by moving vehicles.

Ordering Information

Technical Dimensions

 ■ Supports lifted load for extended periods of time with 
 hydraulic pressure released.

 ■ Visible indicator band alerts when stroke limit is 
reached. Overflow port (“weep hole”) stroke limiter 
 prevents piston from being  overextended.

 ■ All cylinders feature coated pistons to resist corrosion 
and abrasion.

 ■ Complies with ANSI / ASME B30.1 safety standards. 

POSITIVE MECHANICAL LOCKING COLLAR TO 
 SUPPORT LOAD.
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