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SPECIFICATIONS

A
+ Valve allows free flow from 7 to 2 and blocks flow from 210 1. 154TSTUPSI83A¢:|9::)':E§ l;fl:l“w}: gBE, Q)

- Nominal flow at 100 psi AP: 22.0 gpm (83 Vm). PSI
- Valve rated to 3000 psi (207 bar) working pressure. 200
- Valve leakage: 6 drops per min. max. at 3000 psi (207 bar). 175
- Valve cartridge is all steel construction with precision ground, hardened 150
components to assure positive sealing and extended sarvice life.
Hi-strength aluminum alloy body allows for maximum clrcuit design flexibility.
- Buna-N seals are standard. Viton is optional (consuit factory for other seal 75
compounds).
50
- Valve is designed for use with general purpose hydraulic fluids (MIL-H-5606, 1/
25
SAE # 10, etc.). ) ?,
- Cartridge weight .17 Ibs (.08 kg). 0 10 15 20 25 USgpm

- Valve cartridge fits Compact Controls cavity CP10-2. FLOW
0 38 57 76 95 t/mn

100

PRESSURE

All dimensions in inches (mm)
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CP100-1-B-8S-005
BASIC CARTRIDGE
SEALS

- 51531'5"5” : CRACKING
B - BUNAN .
<vﬂ- VITON 120016 PRESS:;PE

PORTS 005 - 6§
BODY P/N 018 - 15
0 - CARTRIDGE NO BODY 065 - 65
3P - 38 NPTF 220092
4P - 1/2 NPTF 220124

%0

38 - 38 BSP
48 - 1/2 BSP
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